WINTRON
UM1A-

UM1A1-122.4M

OVERVIEW

< » Package Size: 7.3 x 2.6 x 7.80 mm - Resistance weld package
_ o 0 - Freq : 122.4 MHz - Miniature
o = Product Shape: PIN - Low power consumption(AT cut, vacuum sealed)
- Fast thermal transmission(especially when filled with nitrogen)
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UMi1Ai-122.4M SPECIFICATION

Nominal Frequency(MHz)

Mode Cut

Load Capacitance (pF)

Freq. Tolerence @ 25°C (ppm)

Series Resistance (Q)

Shunt Capacitance (pF)

Motional Capacitance (fF)

inductance (mH)

Operating Temperature (°C)
Freq. Tolerence (ppm)

Drive Level (uw)

Aging (day/ppb)

Specifications subject to change"without notice
Add: 2# the High-Technology Industrial Park, NOf129 the Flfth Street. Zhengzhou National Economic & Technological Development Area, Henan, China °

TEL: (86)371-86585690

TYPICAL APPLICATION

+ - Precision OCXO, VCXO and T'CXO oscillators

122.326
122.344
122.408
122.430

AT1

Series

19

0.48(Typical)

0.9(Typical)

1.6~2.3

-40~+85
+30

100

+10




WINTRON

UM LA

DIMENSION
Unit(mm)
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